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Toslink M/Toslink M 90° (360°)  
XXX X,Xm

41594, 41595

Toslink-Kabel abgewinkelt und drehbar Angled Toslink Cable and Rotatable
- Kombiniert mit modernen Audiokomponenten wie Heimkino-Anlagen
  erzeugt das optische Kabel ein unvergleichliches Klangerlebnis.
- Digitalkabel zur einfachen Verkabelung von Geräten mit TOSLINK-Schnittstelle 
  wie Spielekonsolen, Hi-Fi-Anlagen, Heimkino-Systemen, Blu-ray-Playern, 
  Audioverstärkern, PCs oder TVs
- Optisches Audiokabel mit einem abgewinkelten 90°-Stecker für eine 
  perfekte Verbindung an rückseitigen Anschlüssen und beengten Stellen
- Hochwertiger gewinkelter Stecker ist im eingesteckten Zustand 
  um 360° drehbar

Anschlüsse:  2x Toslink-Stecker
Kabeltyp :  Rundkabel
Material Kabelmantel:  PVC schwarz
Außenkabeldurchmesser: 4,0 mm
Material Innenleiter:  PMMA 

- Combined with modern audio components such as home cinema 
  systems, the optical cable creates an incomparable sound experience.
- Digital cable for easily connecting TOSLINK devices, e.g. game consoles, 
  hi-fi systems, home cinema systems, Blu-ray players, audio amplifiers, 
  PCs or TVs
- Optical audio cable with one right-angled plug for a perfect connection 
  of rear sockets and in small spaces
- High-quality angled plug can be rotated 360° when plugged in

Connections:  2x Toslink male
Cable type:  round cable
Material jacket:  PVC black
Outer diameter:  4.0 mm
Material inner conductor: PMMA  
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Kabelmantel | jacket: 
PVC schwarz | black Ø 4.0 mm PE schwarz | black Ø 2.2 mm

Innenleiter | inner conductor: 
PMMA Ø 1.0 mm

vergoldet | gold-plated

Stecker | plug: ABS schwarz | black Form | forming: 
PVC schwarz | black

Form | forming: 
PVC schwarz | black

vergoldet | gold-plated

Stecker 90°/360°| plug 90°/360°: 
ABS schwarz | black

Artikel Nr. | 
Item no.

Beschreibung | Description Länge |  
Length

41594 Toslink M/Toslink M 90° (360°)  0100 1,0m 1000 ± 30 mm

41595 Toslink M/Toslink M 90° (360°)  0200 2,0m 2000 ± 30 mm


