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1000 ± 20 mm

- zum superschnellen Synchronisieren und Laden mit bis zu 60 W (20 V / 3 A)
- USB-C™-Stecker beidseitig verwendbar
- SuperSpeed Datenübertragungen bis 5 Gbit/s
-  abwärtskompatibilität zu USB 2.0 und 1.1

Anschlüsse:  USB-C™-Stecker, USB-C™-Buchse
Material Außengehäuse: PVC 30P
Material Innengehäuse: PE 
Max. Übertragungsrate: 5 Gbit/s
Außendurchmesser Kabel: 5,0 ± 0,1 mm
Leitwiderstand:  5 Ω max. 
Isolationswiderstand: 5 MΩ min.
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- for superfast synching and charging at up to 60 W (20 V / 3 A)
- USB-C™ connector can be used on both ends
- SuperSpeed data transmissions up to 5 Gbit/s
- backwards compatability to USB 2.0 and 1.1

Connectors:  USB-C™ male, USB-C™ female
Material outer housing: PVC 30P
Material inner housing: PE
Max. transmission rate: 5 Gbit/s
Outer diameter cable: 5.0 ± 0.1 mm
Conductive resistance: 5 Ω max. 
Insulation resistance: 5 MΩ min.

USB-C™ Verlängerung USB 3.1 Generation 1 USB-C™ extension (USB 3.1 generation 1)
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Leiter / Conductor: 7/0.08TC

Isolierung / Insulation: PP 0.45 (weiß/grün / white/green) 

Schirmung / Shielding: Aluminium Folie / Aluminum foil

Kabelgeflecht / Braiding: 16/8/0.08TC
Mantel Außendurchmesser / Jacket outer diameter: 5.0 ± 0.10 mm

Isolierung / Insulation: FPE 0.58mm
Leiter / Conductor: 7/0.10TC 

Trennmaterial / Segregation: Mylar / Mylar
Leiter / Conductor: 7/0.08TC 

Füllstoff / Filler
Leiter / Conductor: 33/0.08TC 
Isolierung / Insulation: PP 0.9 mm (rot / red) 

Aluminium Folie / Aluminum foil

Leiter / Conductor: 7/0.08TC
Isolierung / Insulation: PP 0.45  
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