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TEL MODU SPIRAL Xm 
RJ10 X CCA 1/1aw

aw

Anschlussdiagram / Wiring diagram

Aderquerschnitt / Wire cross section
Artikel-Nr. / Item No.

50246
50270
60270
68002
68601
68003
69002

Basislänge / Base Length (L)
405 ± 15 mm
405 ± 15 mm
405 ± 15 mm
675 ± 20 mm
675 ± 20 mm

1090 ± 25 mm
675 ± 20 mm

Beschreibung / Description
TEL MODU SPIRAL 2m RJ10 weiss CCA
TEL MODU SPIRAL 2m RJ10 schwarz CCA
G-TEL MODU SPIRAL 2m RJ10 schwarz CCA SB
TEL MODU SPIRAL 4m RJ10 schwarz CCA
TEL MODU SPIRAL 4m RJ10 weiss CCA
TEL MODU SPIRAL 7m RJ10 schwarz CCA
G-TEL MODU SPIRAL 4m RJ10 schwarz CCA SB

Gesamtlänge / Total Length
2 m ± 15 mm
2 m ± 15 mm
2 m ± 15 mm
4 m ± 20 mm
4 m ± 20 mm
7 m ± 25 mm
4 m ± 20 mm

Farbe / Colour
weiß / white

schwarz / black
schwarz / black
schwarz / black

weiß / white
schwarz / black
schwarz / black

Telefonhörer-Spiralkabel
- elastisches Spiralkabel ist universell für viele Büro- und 

Festnetztelefone mit RJ10-Buchse einsetzbar
- mit Rastnase und einer Steckerbreite von ca. 7,7 mm
- keine definierte RJ-Norm: RJ10-Stecker wird häufig auch 

RJ22- oder RJ9-Stecker genannt

Anschlüsse:  2x RJ10-Stecker (4P4C)
Innenleiter:  7*0.12CCA 
   (kupferkaschiertes Aluminium)
Material Isolierung: PP
Material Kabelmantel: PVC

- elastic coiled cable can be used universally for many office and 
landline telephones with RJ10 jack

- with latch lug and a plug width of approx. 7.7 mm
- no defined RJ standard: RJ10 plug is often also called RJ22 or 

RJ9 plug

Connectors:   2x RJ10 male (4P4C)
Inner conductor:  7*0.12CCA 
   (copper-clad aluminium)
Material insulation: PP
Material jacket:  PVC

Phone Handset Spiral Cable
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