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Änderungen vorbehalten / Subject to change
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Pin-Belegung / Pin Assignment

High-Speed-HDMI™-Kabel mit Ethernet
- Hochauflösende Signalübertragung mit bis zu 4K Ultra HD @ 50/60 Hz (2160p)
- Anschlusskabel mit max. Übertragungsrate von bis zu 18 Gbit/s

Anschlüsse:  2x HDMI™-Stecker (Typ A)
Kontakte:   vergoldet
Kabelspezifikation:  30＃(1/0.254CCS)*1P+AL}4P+(1/0.254)*1P+D+AL)*1P+
   30＃(1/0.254CCS)*4C+D(1/0.254CCS)+AL
Material Kabelmantel: PVC
Außendurchmesser: 6,0 mm
Ferritkern:  nein
Knickschutz:  beidseitig
Unterstützte Standards: Enhanced Audio Return Channel (eARC), 
   Audio Return Channel (ARC), HDCP 2.2,
   HDR (High Dynamic Range), 3D,
   HDMI™ Ethernet Channel (HEC), 
   Consumer Electronics Control (CEC)

High Speed HDMI™ Cable with Ethernet
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Beschreibung / Description
HDMI 2.0 Kabel 0050 0,5m (15+1) STD ws
HDMI 2.0 Kabel 0100 1,0m (15+1) STD ws
HDMI 2.0 Kabel 0150 1,5m (15+1) STD ws
HDMI 2.0 Kabel 0200 2,0m (15+1) STD ws
HDMI 2.0 Kabel 0300 3,0m (15+1) STD ws
HDMI 2.0 Kabel 0500 5,0m (15+1) STD ws

Länge / 
Length (L)

500 ± 10 mm
1000 ± 20 mm
1500 ± 20 mm
2000 ± 30 mm
3000 ± 50 mm
5000 ± 50 mm

- high resolution signal transmission with up to 4K Ultra HD @ 50/60 Hz (2160p)
- connection cable with max. transmission rate of up to 18 Gbit/s

Connectors:  2x HDMI™ plug (Type A)
Contacts:   gold-plated
Cable specification:  30＃(1/0.254CCS)*1P+AL}4P+(1/0.254)*1P+D+AL)*1P+
   30＃(1/0.254CCS)*4C+D(1/0.254CCS)+AL
Material cable jacket: PVC
Outer diameter:  6.0 mm
Ferrite core:  no
Kink protection:  both sides
Supported standards: Enhanced Audio Return Channel (eARC), 
   Audio Return Channel (ARC), HDCP 2.2,
   HDR (High Dynamic Range), 3D,
   HDMI™ Ethernet Channel (HEC), 
   Consumer Electronics Control (CEC)


